Wire.COm INSTRUCTION SHEET

OBD2B RYWIRE ENGINE HARNESS CHASSIS ADAPTER
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These wires are meant to be tapped into the wires on your stock OBDZb ECU Plugs.

The wires we provide match the stock colors of your wires at the ECU positions mentioned on this
diagram; Except for the Green/Blue wire at the Fuel Pump which is Green/Black stock

OUR CHASSIS ADAPTERS HAVE COLORED WIRES OR BLACK WIRES WITH THE COLOR MAME PRIMTED OH THE WIRE:

BLU = Tach Signal @ A-19 (OBD2Zb Civic ONLY)
WHT/BLU = VBU @ B-21 (All Other OBD2b Chassis)
GRN/BLU = Fuel Pump @ A-15 or A-16 (Varies)

BELOWY ARE NOT REQUIRED FOR IGHITION, BUT ARE REQUIRED FOR TROUBLESHOOTING

GRIH/ORH = MIL (check engine light) @ A-18
GRMN/RED = ELD @ A-30 (electronic load detection)
BRH/WHT = 5C5 (service check signal) @ A-10

2 “Extra” wires are run through the harness to allow for sensor additions. These are loose leads at
both the ECU end, and on the harness.

ORM/BLK = Extra
ORN/BLU = Extra

IF YOU STILL HEED HELF, PLEASE EMAIL ORDERS@RYWIRE.COM OR CALL 240.479.9473



